
 

 

Data Sheet „motion power console 600“ 

 

unit name:  motion power console 600 

manufacturer:  emotion fitness GmbH & Co. KG 

part number:  F-EF-MP-601 

monitor:  E900-monitor with casing, display and overlay 

power supply: grid independent, 3 monocells (non-rechargeable); alternatively grid connection is possible, 

power socket included (mono cells and power pack are not included in delivery and can be 

ordered separately) 

Umgebungsbedingungen: Luftfeuchtigkeit <85%; Umgebungstemperatur > 5° < 40°C 

display:  LCD and Dot Matrix Display with parameters: program number (1-4); time (00:00); watt (1-999 

in 1 watt steps); Set; rep..; PIN; K-Cal (0,0-999,9); Level kg (1-21); movement speed; ROM, 

Biofeedback by colour indicator backlight 

control: Chip card system; RFID 

Interfaces:  standard: Chip card system 

optional: RFID, wireless transmission, please investigate on individual configuration needs. 

programs:  standard: quick, power training, awa training, circuit training 

measurements: ca. 23 x 31,5 x 3,5 cm (LxBxH) 

weight: ca. 1,5 kg 

 

Technical changes reserved. 

Warning: Only authorized service staff is allowed to open the unit. 

If you need further information please refer to user manual. 
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